Structural Assessment Report of Ravensbury Grove Flats
Ravensbury Estate Regeneration
For HTA Design LLP

Engineering at its Best
Report For

HTA Design LLP

Ravensbury Estate Regeneration

Scheme No: 11264

Main Contributors

Tom Purchase

14th October 2014

Issued By

Tom Purchase

Approved By

Andrew Turner

Tully De’Ath Consultants, Sheridan House, Forest Row, East Sussex, RH18 5EA
Tel: 01342 828000 Fax: 01342 828001 Email: info@tullydeath.com Web: www.tullydeath.com

Copyright and Non-Disclosure Notice
The contents and layout of this report are subject to copyright owned by Tully De’Ath (© Tully De’Ath Limited 2009) save to the extent that copyright has been legally assigned by us to another party or is used by Tully De’Ath under licence. To the extent that we own the copyright in this report, it may not be copied or used without our prior written agreement for any purpose other than the purpose indicated in this report. The methodology (if any) contained in this report is provided to you in confidence and must not be disclosed or copied to third parties without the prior written agreement of Tully De’Ath. Disclosure of that information may constitute an actionable breach of confidence or may otherwise prejudice our commercial interests. Any third party who obtains access to this report by any means will, in any event, be subject to the Third Party Disclaimer set out below.

Third-Party Disclaimer
Any disclosure of this report to a third-party is subject to this disclaimer. The report was prepared by Tully De’Ath at the instruction of, and for use by, our client named on the front of the report. It does not in any way constitute advice to any third-party who is able to access it by any means. Tully De’Ath excludes to the fullest extent lawfully permitted all liability whatsoever for any loss or damage howsoever arising from reliance on the contents of this report. We do not however exclude our liability (if any) for personal injury or death resulting from our negligence, for fraud or any other matter in relation to which we cannot legally exclude liability.
## Contents

### Structural Assessment Report of Ravensbury Grove Flats

<table>
<thead>
<tr>
<th>Section</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.0 Introduction</td>
<td>Pg 4</td>
</tr>
<tr>
<td>2.0 Historical Context</td>
<td>Pg 5</td>
</tr>
<tr>
<td>3.0 Description of the Existing Structure</td>
<td>Pg 5</td>
</tr>
<tr>
<td>4.0 Observations Regarding the Condition of the Existing Structure</td>
<td>Pg 6</td>
</tr>
<tr>
<td>5.0 Discussion on the Existing Condition of the Ravensbury Grove Flats and Their Proposed Redevelopment</td>
<td>Pg 6</td>
</tr>
<tr>
<td>6.0 Conclusions and Recommendations</td>
<td>Pg 7</td>
</tr>
</tbody>
</table>

### Appendix

- Appendix A - Location Plan
- Appendix B - Summary of External and Internal Observations
- Appendix C – Site Photographs
1.0 Introduction

1.1 This report has been prepared by Tully De’Ath for HTA Design LLP (HTA). It provides an initial structural engineering appraisal of the existing flats along Ravensbury Grove which form part of the Ravensbury Estate. The report is intended to assist with the selection of feasible options for the proposed redevelopment of the site. This follows instructions from Caroline Dove of HTA on the 23rd July 2014 as part of masterplanning services which HTA are providing for the Circle Group, who own the properties on the Estate.

1.2 This report covers the flats along Ravensbury Grove as indicated on sketch 11264/SK03 within Appendix A. These are 171-177 Morden Road, 2-18 Ravensbury Grove, 20-26 Ravensbury Grove, 36-50 Ravensbury Grove and 64-70 Ravensbury Grove.

1.3 The observations and comments made in this report are based on the following:

- External observations during four visits to site on; 14th August 2014, 28th August 2014, 11th September 2014 and 23rd September 2014;
- Internal observations of two residential units on 14th August and 11th September 2014;
- Site and plot layout plans provided by HTA;

1.4 Observations were possible from ground level to most of the external elevations, with the exception of the rear of 64-70 Ravensbury Grove.

1.5 The internal visual observations were undertaken to the following areas:

- 14 Ravensbury Grove – a second floor flat with access to roof space.
- 40 Ravensbury Grove – a ground floor single storey flat
- The community hall which is located in 2-18 Ravensbury Grove Building (Block 2)

1.6 No opening up works or other investigations have been carried out at this stage.

1.7 During the four site visits, the weather was generally mild and overcast with some occasional showers. The visit on the 14th August was an exception to this when there was a heavy downpour in the afternoon.

1.8 A summary of the observations made is provided on the sketches contained within appendix B.

1.9 Photographs of the existing buildings taken during site visits are provided within appendix C.
2.0 Historical Context

2.1 Ravensbury Estate measures approximately 4.42ha and is located in South London between the town centres of Mitcham and Morden.

2.2 The Estate consists of both traditional construction, masonry buildings and non-traditional prefabricated reinforced concrete houses.

2.3 Historical records indicate the estate was constructed in its current form in the 1950’s. Prior to this, records indicate that the site was undeveloped as open fields with two parallel engineered waterways running across the site, which appear to have been linked with the industrial mills on the site periphery. These waterways were later realigned into a single waterway across the site. Since development in the 1950’s, there are no longer signs of the watercourses on the Estate.

2.4 The flats to which this report relates form five blocks along Ravensbury Grove as noted on sketch no. 11264/SK03. This sketch indicates the building locations and block references.

3.0 Description of the Existing Structure

3.1 The five buildings forming the Ravensbury Grove flats appear to be of similar construction. They are all two storey brick faced buildings, with tiled pitched roofs. Where observed, the dwellings are arranged as single storey ground floor flats with single storey first floor flats over. Each of the plots have their own private balcony/terrace area on the front elevations at ground and first floor level respectively. (See photograph C1).

3.2 The flat blocks are generally occupied as residential dwellings with the exception of Block 2 (2-18 Ravensbury Grove) which also houses the Estate’s Community Hall. The Community Hall is single storey and projects externally from the main line of the building on the front elevation. The projected section has a flat roof which appears to have a felt finish. Rainwater pipes pass through though the flat roof and run internally within the Community Hall. Photograph C11 illustrates the Community Hall flat roof.

3.3 Access to the ground and first floor flats is from the rear of the buildings. Where observed the ground and first floor flats have private entrances, both at ground floor level.

3.4 The structure appears to be of load bearing masonry construction with the elevations and main internal party and corridor walls probably forming the main load bearing element. These support a timber roof and solid first floor structure. The overall stability of such buildings comes from the cellular nature of the structure.

3.5 The external brickworks walls are stretcher bonded and appear to be of cavity wall construction. Air bricks in the elevations at both ground and first floor levels support this view. Party walls between properties also appear solid.

3.6 The internal partitions viewed are a combination of solid blockwork walls and timber stud walls. Where the internal walls are found to be solid these may be load bearing. Locations of some of these walls appear to be consistent at both ground and first floor level.

3.7 The floor structure within the ground floor unit appears solid. This could be a solid ground bearing concrete slab, although this has not been confirmed.

3.8 The first floor structure also appears solid within the residential flat visited. This is probably of concrete construction although the form of this construction is not clear.
3.9 The hall is a much larger open space than those observed within the residential unit, which could be formed using steel beam elements within the first floor construction, although not confirmed.

3.10 The main roofs are all pitched and gable ended. The roof above 14 Ravensbury Grove was carpentered, consisting of rafters extending down from a ridge plate to the front and rear external walls. Timber purlins provide additional support to the rafters and are supported by the masonry gable ends. There are also timber braces to provide stability to the roof structure. Sketch no. 11264/S07 and photographs C6 to C10 illustrate the timber roof arrangement.

3.11 The local geology map indicates the natural ground conditions on the site comprise Alluvium across most of the site overlying River Terrace Deposits. These superficial deposits are underlain by the London Clay Formation. It is expected that the flat blocks are constructed on shallow concrete spread foundations, provided the depth of made ground is not significant and the natural ground is firm. Trial pits would be required to confirm this.

4.0 Observations Regarding the Conditions of the Existing Structure

4.1 Set out below is a summary of the observations made in relation to the condition of the existing structure. Sketches 11264/SK05 to 11264/SK08 indicate approximate locations of these observations.

4.2 The following observations were made externally:

i. The guttering and eaves boards of Blocks 2 to 5 have paint peeling in some locations.

ii. Vegetation was observed on the roof and guttering of Block 2. Vegetation was also observed to the side elevation of Block 4. (See photograph C12).

iii. Cracking was observed in Block 3’s first floor terrace. These vary from about 1mm and 6mm in width and run horizontally along the front of the terrace close to the slab soffit. The cracking does not appear recent. There is a gully that projects through the terrace slab and connects into the adjacent down pipe. It is also noted that there are no obvious drip details on the external edge of and of the terrace soffits viewed.

iv. Cracking was observed externally in the mortar joints above the terrace window of 14 Ravensbury Grove within flat Block 2. These vary between 1mm and 3mm in width and appear not to be recent. (See photographs C4 and C5). No cracking or signs of movement were evident internally.

4.3 There were no obvious visual signs of deterioration of the structure internally where observed.

5.0 Discussion on the Existing Condition of the Ravensbury Grove Flats and Their Proposed Redevelopment

5.1 The five buildings forming the Ravensbury Grove Flats appear to be in an average condition for their age and type.

5.2 The issues which tend to effect the condition of buildings of this type relate to the effects of water ingress. If allowed to enter the building structure it can affect the condition of embedded timbers through beetle infestation or decay, and can cause deterioration of concrete structures – especially if reinforcement is allowed to corrode. To extend the useful life of such buildings, it is therefore important to have an effective maintenance regime in place to keep the external finishes in good
order and to limit the potential for water ingress. Having noted some internal rain water pipes, these can also be a source of water ingress into the structure if not maintained properly.

5.3 From the observations carried out, there are a few issues which suggest water ingress may be affecting the structure locally. These relate to the eaves boarding and guttering where vegetation has been allowed to take hold. Over time, roots from vegetation will extend into the building fabric further, encouraging water ingress to occur. It is therefore important that the guttering is cleared and any damage to the finishes made good.

5.4 The cracking on the first floor terrace appears to be related to water ingress too. It is located on the outer edge of the terrace structure where it is vulnerable to higher concentrations of surface water after rainfall. This has partly been exacerbated by the lack of a drip detail on the soffit of the terrace structure. It appears water ingress has caused some corrosion of embedded reinforcement and this has resulted in the concrete expanding and cracking. The cracks do not appear to be structurally significant at present but concrete repairs would be necessary to prevent the cracking becoming more extensive over time.

5.5 The cracking seen at the window head on 14 Ravensbury Grove may be suggestive of very slight thermal movement along the length of the building. The movement is not significant structurally and the opened up joints should be made good.

5.6 Whilst very few observations relating to the condition of the structure have been seen, only two of the properties have been visited internally – where much of the structure is hidden behind finishes. It is therefore possible that other defects exist which have not been seen.

5.7 If the intention is to retain these properties as part of the proposed redevelopment of the Ravensbury Estate, a thorough structural engineering appraisal is recommended to provide a more detailed understanding of how the existing building is constructed, and its condition. This will need to involve visits to all the internal flats and roof spaces and investigations into the existing structure. These would consist of opening up works, trial pit investigations and specialist concrete testing. It should be recognised that the buildings are already about 60 years old. Any proposal to refurbish them and extend their useful life would need to consider at least a further 30 years of use and so the implications for the structure over such a time frame would need to be more clearly understood.

6.0 Conclusions and Recommendations

6.1 The Ravensbury Grove flat appear load bearing masonry structures with solid ground and upper floors and timber roofs.

6.2 The five buildings appear to be in a reasonable condition for their age and type of construction. This view is however only based on limited observations of the structures.

6.3 There are a few examples observed to suggest that water ingress may be affecting the structure locally. If it is intended to extend the useful life of the buildings, it is important that a maintenance regime is put in place to restore affected areas and limit potential for future water ingress which could result in accelerated deterioration of the structure. Based upon observations to date, concrete repairs would be required to some of the external roof terraces.

6.4 If the intention is to retain these properties as part of the proposed redevelopment of the Ravensbury Estate, a more thorough structural engineering appraisal is recommended to provide a more detailed understanding of how the existing building is constructed, and its condition.
Appendix A – Location Plan
Appendix B – Summary of External and Internal Observations
**General Observations:**
- Air brick at first & ground floor on all blocks.
- External brickwork stretcher bonded.
- Blocks 2 & 3 guttering & coping boards have areas of paint peeling.

**Cracking:**
- Horizontally at first floor windows running predominantly up to eaves, cracking 17mm in width.
- Vertically at first floor terrace.
- 14mm in first floor terrace.

**RWP Running Internally**
- Through community hall flat roof.

**Observations to Ravensbury Grove Flats – Sh61**
GENERAL OBSERVATIONS:

- Cluttering & снова boards to blocks 4 & 5 have needs of paint peeling.

VEGETATION GROWING ON FULL HEIGHT OF ELEVATION

BLOCK 4

 BLOCK 5

NO ACCESS GAINED DURING SITE VISITS TO INSPECT REAR ELEVATION
RAVENSBY - MERTON
EXISTING PROPERTY - 14 Ravensbury Grove

PROPERTY DETAILS

AREAS
Flat Total - 46.1m²
Balcony Total - 3.5m²

HOUSE TYPE
1 bed 2 person
1 storey flat
GLA Requirement - 50m²

PRIVATE AMENITY
1 bed 2 person
Merton Requirement - 20m²
*(10m² per habitable room for flats/maisonettes this area includes private and communal open space)
GLA Requirement - 5m²

First Floor Flat Plan

Scale 1:100 @ A3

14 Ravensbury Grove

FOR INFORMATION
Circle Housing - Merton Priority
Ravensbury, Merton

GMS-REM-20-0106

Tully De'ATH consultants

Engineering at its Best

Engineering at its Best

ENDS

NOTE:

DRAWINGS PRODUCED FROM LAYOUT DRAWINGS PROVIDED BY HTA.

NOTE:

DRAWINGS TO BE READ IN CONJUNCTION WITH TULLY DE’ATH REPORT 'STRUCTURAL ASSESSMENT OF RAVENSBURY GROVE FLATS'.

S—INDICATES WALL ‘WALLS’ SOLID.

H—INDICATES WALL ‘WALLS’ HOLLOW

NOTE:

TULLY DE’ATH SKETCHES ARE NOT TO SCALE FOR ILLUSTRATIVE PURPOSES ONLY.

- INDICATES EXTERNAL TERRACE/BALCONY AREA.

FIRST FLOOR FLAT 46.1m²

CRACKING IN MORTAR 1-2M ABOVE WINDOW, NO SIGNS OF MOVEMENT CRACKING INTERNALLY.

APPROX. LOCATION TO ROOF ACCESS HATCH.

APPROXIMATE LOCATION OF GROUND FLOOR ACCESS.

EXPOSED CONCRETE/REBAR
FLOOR FINISH OBSERVED IN CUPBOARD.

FLARES FEEL SOLID ALL ROOMS & TOILETS
RAVENSBY - MERTON
EXISTING PROPERTY - 40 Ravensbury Grove

PROPERTY DETAILS

AREAS
Flat Total - 43.9m²
Balcony Total - 5.3m²

HOUSE TYPE
1 bed 2 person
1 storey flat
GLA Requirement - 50m²

PRIVATE AMENITY
1 bed 2 person
Merton Requirement - 20m²
*(10m² per habitable room for flats/maisonettes this area includes private and communal open space)
GLA Requirement - 5m²

NOTE:
DRAWING PRODUCED FROM LAYOUT DRAWING PROVIDED BY HTA.

DRAWING TO BE READ IN CONJUNCTION WITH TULLY DE'ATH REPORT 'STRUCTURAL ASSESSMENT OF RAVENSBURY GROVE PLANTS'.

S - INDICATES WALL 'WALKS' SOLID.
H - INDICATES WALL 'WALKS' HOLLOW.

INDICATES EXTERNAL TERRACE/BALCONY AREA.

NO APPEARANCE OF SIGNS OF DAMAGE/DETERIORATION INTERIORM.

FLOOR FEELS SOLID IN ALL ROOMS.

STAIR OVER.

APPROXIMATE LOCATION OF ENTRANCE TO ADJACENT FLAT.

Tully De'ath Consultants

Circle Housing - Merton Priority Ravensbury Estate
Existing Property
40 Ravensbury Grove

FOR INFORMATION

CAG-REN-00-105
1-150
4CH
CAG-REN-0033

Ground Floor Flat Plan 40 Ravensbury Grove
Scale 1:100 @ 53
Appendix C – Site Photographs
Photograph C1 – 171-177 Morden Road

Photograph C2 – Ravensbury Grove Flat’s Block - Air Brick at Ground Level
Photograph C3 – 1-6mm Horizontal Crack in Terrace Soffit

Photograph C4 – 1-3mm Crack in Mortar Above Window on 14 Ravensbury Grove External Terrance
Photograph C5 – 1-3mm Crack Above Window on 14 Ravensbury Grove ‘s External Terrance

Photograph C6 – Purlin Support on Masonry Gable
Photograph C7 - 14 Ravensbury Grove Roof Space

Photograph C8 – 14 Ravensbury Grove Roof Space
Photograph C9 – 14 Ravensbury Grove Roof Detail

Photograph C10 – 14 Ravensbury Grove Roof Space
Photograph C11 – 2-18 Ravensbury Grove and Community Hall
Photograph C12 – Vegetation to Side of Block 4 and Peeling of Paint to Eaves Board
Feasibility Research
EIA, Flood Risk & Transportation Assessment
Urban Planning and Design
Integrated Transport Solutions
Infrastructure Development
Structural Design
Eco and MMC Focused

Tully De’Ath offers a range of excellent design services to a wide client base. If you want to find out more about the services we offer, please contact your nearest office on the details below.

Sheridan House, Forest Row, East Sussex, RH18 5EA
01342 828000 ph
01342 828001 fax

Unit 4, St Saviours Wharf, Mill Street, London, SE1 2BE
0845 850 8280 ph
0845 850 8281 fax
www.tullydeath.com